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■ Features

 

Model Name MGP-S3

Specifications 

￭ Measuring absolute or gauge pressure

￭ Robust package, all laser-welded stainless steel design

￭ Power supply: DC 12~30V; Output: 4~20 mAdc

￭ Proof pressure range: 3 x Full Scale

￭ Compact size and excellent price

￭ Measuring range: 1, 4, 6, 10, 16, 25, 100, 250 bar...

LIQUID LEVEL PRESSURE SENSOR

￭ Accuracy : ± 0.5%F.S.

Accuracy

Thermal Error

Total Error

Stability

Zero Pressure Offset

Full Scale Output

Proof Pressure

Burst Pressure

<0.5% F.S.

4 mAdc

<0.25% F.S. / Year

<0.5% F.S.

20 mAdc

3 x F.S.

Absolute Pressure: 10 x F.S. or 15000 psi

Gauge Pressure: 5 x F.S.

   ±0.5% F.S.

Temperature Coefficient

Operating Temperature

Operating Humidity

Storage Temperature

Storage Humidity

Power Supply

EMC Compatibility

Pressure Connection

Response Time

Vibration

Thermal Shock

<95% RH (non-condensing)

<95% RH (non-condensing)

80 MHz ~ 1 GHz

1/4" PT

-40~105 °C

100ppm / °C (0~60 °C)

10~2050Hz, 20 sinusoidal, 3 axes

<1 msec

DC 12~30V (2 wire loop)

-40~105 °C, 0.5hr soaks at Temp.

-40~105 °C



Order information

Head Office

Add: 11F., No.168, Jiankang Rd., Zhonghe Dist., New Taipei City 235, Taiwan (R.O.C.)

Tel: +886-2-2228-7950   Fax: +886-2-2228-6140 

E-mail: service@maxthermo.com.tw

Web: www.maxthermo.com 

Thailand Office-Thai Maximum Electronic Co., Ltd.

Add: 86/132-133 m.7 Samaedum Bangkoontien 10150 Thailand.

Tel: +662-415-8318 , +662-417-2548-49   Fax: +662-415-8798 

Web: www.thaimaximum.com 

    Dimension    Wiring Connection

A - 4~20 mA

A. Input Range B. Connection C. Analog Output D. Wire Length

010 - 0~10 bar
016 - 0~16 bar

006 - 0~6 bar

025 - 0~25 bar

100 - 0~100 bar

250 - 0~250 bar

004 - 0~4 bar
S - None 10 - 10M

0 - Option

001 - 0~1 bar
40 - 40M
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